
/nuttx/configs/sama5d3x-ek/src/
sam_nsh.c

link /nuttx/arch/arm/src/board/ ->
/nuttx/configs/sama5d3x-ek/src/

sam_boot.c sam_autoleds.c

/nuttx/arch/arm/src/common/
up_initialize.c

/nuttx/*link /nuttx/arch/arm/src/chip/ ->
nuttx/arch/arm/src/sama5/

sam_allocateheap.c

nuttx/arch/arm/src/armv7-a/
arm_initialstate.c

/nuttx-code/nuttx/sched/
os_start.c

23: [CONFIG_NSH_LIBRARY] & !CONFIG_NSH_ARCHINIT]:nsh_archinitialize

22: [CONFIG_BOARD_INITIALIZE]:board_initialize

21.2: DEBUGVERIFY(os_bringup())

21.1: lib_initialize

21: return

20: board_led_on(LED_IRQSENABLED)

19: up_usbinitialize

18: [USE_SERIALDRIVER]:up_serialinit

16: [CONFIG_ARCH_DMA && up_dmainitialize]up_dmainitialize()

17: up_timerinit

15: up_dmainitialize()

14: [CONFIG_PM]:up_pminitialize

13: up_irqinitialize

12: up_addregion

11: up_color_intstack

9: up_calibratedelay
10:

8.1: [CONFIG_RTC]:up_rtcinitialize

8: clock_initialize

7: wd_initialize

6: irq_initialize set to irq_unexpected_isr

4: mm_initialize
5: umm_initialize

3: up_allocate_heap

2: up_initial_state(&g_idletcb.cmn);

1: initialize RTOS Data, task lists


